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 New term : Endpoint to refer to the USB device connected to the PC. This is a generic term. It can be used for the PC itself, or any USB device connected to the PC. "PROGRAMMERS' REFERENCE MANUAL MACH3-3.6.0" Page 1 of 2 The following is a list of function names used in the Cypress Mach3. The function name starts with a * symbol. For example, *BMSetup() is a function called
by the BMSetup macro. Function names are in upper case, and a * is placed before the last letter of the function name. All macros are described in the following sections of this manual. Table of contents 1.1. Introduction to Mach3 1.2. About Mach3 1.2.1. Mach3 is a part of the Mach3 development system which is used to develop and debug USB device drivers. It is a part of the Mach3 package.
Mach3 is a 32 bit (version 3) or 64 bit (version 4) development environment. A 32 bit Mach3 development system supports only 32 bit OS. A 64 bit Mach3 development system supports both 32 bit and 64 bit OS. Mach3 is a command driven development environment. All commands are typed in by the user. The Mach3 development system comes with a large set of development commands. The
Mach3 development system also includes a set of debugging commands. When developing a USB device driver, the programmer uses the Mach3 development system to develop and debug the driver. The Mach3 development system includes a set of Mach3 commands to set up and develop the driver. All Mach3 commands are described in this manual. 1.2.2. The commands are divided into the

following groups: General commands. These commands are used to develop and debug the driver. Development commands. These commands are used to set up and debug the driver. The Mach3 development system does not support debugging of the driver. The Mach3 development system is used to set up and debug the driver. 1.2.3. To develop and debug the driver, the Mach3 development system is
used to set up and debug the driver. The Mach3 development system is a 32 bit development system. 1.3. Compiler/Linker Options The Mach3 development system is used to develop 82157476af
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